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Order, our no 125538

Product, our denotation and item no POLYETENHUVAR 51
Quality, our denotation LDPE K A3228 TRANSP
Format 1250/850X1650X0,05MM
Perforation
Print, draft no
Print, colours
Customer, name and no PAPYRUS SUPPLIES AB 16186
Customer, item denotation 2028077

E-mail M OC.ReplCons@papyrus.com
__________________________________________________________________________

STANDARD TOLERANCES, not applicable to Pallet Hoods
Thickness: average ± 7 %, single value ± 15 %
Width, <1500 mm: + 10 mm, - 5 mm
Width, >1500 mm: + 20 mm, - 5 mm
Length (only bags, sacks, sheets): + 10 mm, - 5 mm

PALLET HOOD TOLERANCES
Thickness: average ± 10 %, single value ± 20 %
Width: + 30 mm, - 15 mm
Length: + 10 mm, - 5 mm

CUSTOM TOLERANCES
Custom tolerances are used upon request and replace corresponding
standard tolerances. If applicable, custom tolerances are specified
below, see "PRODUCT SPECIFIC INFORMATION".

MARKING
Kullaplast´s product identification for traceability and according to
customer specification.

STORAGE
Must not be exposed to UV radiation. Should be stored in a dry location,
at a non-elevated temperature and in a closed outer packaging.
Kullaplast recommends usage within two years.

ENVIRONMENTAL OBSERVATIONS
Polyethylene is recyclable and degrades when exposed to UV radiation.
Correctly controlled combustion generates only carbon dioxid and water.

DECLARATION OF COMPLIANCE
We hereby declare that the product complies with the regulations
below, including amendments and corrections. Please refer to
"Kullaplast Declaration of Compliance" for further details.

2011/65/EU, RoHS
94/62/EC, Packaging and packaging waste
EC 428/2009, Dual-use items

N.B. EU 1907/2006, (REACH), is NOT applicable for our products.

BISPHENOL A (BPA), POLYVINYL CHLORIDE (PVC), ADIPATES, AND PHTHALATES
Kullaplast does not intentionally use or add these substances in the
production of our products.
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CERTIFICATION AND DOCUMENT DOWNLOAD
Kullaplast´s Quality Management system is certified according to the
ISO 9001 standard. Please refer to http://kullaplast.se/dokument/
for download of quality documents.

PRODUCT SPECIFIC INFORMATION

__________________________________________________________________________
Kullaplast AB Tel: +46 (0)42 36 26 00
Box 62 E-mail: info@kullaplast.se
SE-263 21 Höganäs www.kullaplast.se


